


Apkarian, P., Noll, D., and Rondepierre, A., 2009, Mixed H₂/H∞ control via nonsmooth


Bandal, V. and Bandyopadhyay, B., 2007, Robust decentralised output feedback sliding mode control technique-based power system stabiliser for multimachine power system, *IET Control Theory Application*, 1(5), 1512 - 1522.


Burton, R. S. and Dai, P., 2004, Characterization and modelling of InGap HBT low


References


References


Hardiansyah and Junaidi, 2012, Multiobjective $H_2/H_\infty$ control design with regional pole constraints, Telkomnika, 10(1), 103 - 112.


Jayanti, N. G., Basu, M., Conlon, M., and Gaughan, K., 2009, Rating requirements of the UPQC to integrate the FSIG type wind generation to the grid, *IET Renewable Power Generation*, 3(2), 133 - 143.


control for uncertain continuous-time linear systems with excitation signals, *International Conference on Control Automation and Systems*, 464 - 651.


and Control, 4(12), 3247 - 3257.


Milanovic, J. V., 2002, Damping of the low-frequency oscillations of the generator:
References


Nobuyama, E. and Khargonekar, P. P., 1994, New results on H_2 suboptimal state


References


Engineering in Medicine and Biology Society, 3354 - 3357.


Spivak, M., 1999, A Comprehensive Introduction to Differential Geometry, Publish or Perish Inc.


Swarcewicz, A., and Wroblewska, K., 2001, Robust power system stabilizer, IEEE
References


Wu, M., Gui, W. H., and He, Y., 2005, Advanced robust control, Zhongnan University Publisher.


University Publisher.


